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MOUNTED BALL BEARINGS

TXP Series Textile Bearings Pillow Blocks...Eccentric Locking  – Fixed
SHAFT Dimensions in Inches BOLT
DIAM. PART BRG.

A B              C D E F G H J K M
SIZE UNIT

IN NO. NO.
MIN. MAX.

IN. WT.

1 7/16 TXP-23 TX-23 2 1/8 7 15/16 5 6 3/8 2 1/32 1 3/16 9/16 3/4 4 3/16 2 1/64 1 9/32 2 3/16 1/2 7.1

2 3/16 TXP-35 TX-35 2 3/4 10 1/4 6 9/16 7 15/16 3 1/8 1 7/16 13/16 1 1/16 5 5/8 2 13/16 1 23/32 3 3/4 16-2

2 7/16 TXP-39 TX-39 3 11 1/4 7 1/8 8 7/8 3 1/4 1 5/8 13/16 1 1/16 6 1/4 3 1/16 1 27/32 3 3/8 3/4 21.5

ETXP Series Textile Bearings Pillow Blocks...Eccentric Locking  – Expansion
SHAFT BRG. Dimensions in Inches LIMIT BOLT
DIAM. PART NO.

A B             C D E F G H J K M
OF SIZE UNIT

IN NO. AR-
MIN. MAX.

EXPANSION IN. WT.

1 7/16 ETXP-23 ETX-23 2 1/8 7 15/16 5 6 3/8 2 1/32 1 3/16 9/16 3/4 4 3/16 2 1/64 1 9/32 2 3/16 3/16 1/2 6.8

2 3/16 ETXP-35 ETX-35 2 3/4 10 1/4 6 9/16 7 15/16 3 1/8 1 7/16 13/16 1 1/16 5 5/8 2 13/16 1 23/32 3 3/8 3/4 15.6

2 7/16 ETXP-39 ETX-39 3 11 1/4 7 1/8 8 7/8 3 1/4 1 5/8 13/16 1 1/16 6 1/4 3 1/16 1 27/32 3 3/8 3/8 3/4 20.0

Gold Line Solutions for Textile Applications

• Eccentric Locking ensures positive locking without digging into shafting which prevents corrosion initiation.

• Ultra Gard spring Loaded Oil Seals that increase the force between rotating inner race and rubber to tighten seal.

(See seal description page 188).

• Expansion units provide more shaft growth acceptance than standard expansion units.

• Synthetic High Temperature Grease - increases operating temperature range of bearing to 375°F.

TXP-23 (Fixed)

ETXP-23 (Expansion)
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